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ABSTRACT  
 
China is one of the main coal-burning countries, while in Greece lignite has a 
share of 75% in the electricity production. The production of fly ash in China 
was around 160 million tonnes in 2002 while in Greece lignite fly ash accounts 
around 10 Mt. The variation of the Greek fly ash’ chemical composition, from 
Ca-poor to Ca-rich fly ash, has resulted to applications such as dam 
construction, use in cement and possibly in concrete and road construction. 
On the other side Chinese fly ash, which is rich in mullite, is broadly applied 
for brick making.  
 
INTRODUCTION 
 
Lignite plays an important role in Greece’s energy sector as it satisfies over 
75% of the country’s needs in electric power. Greek lignite is of low quality, 
characterized by low calorific value and high moisture content (Table 1). 
Lignite mining takes place mainly in three regions of Greece, namely 
Ptolemais-Amynteo, Florina and Megalopolis. The annual production of lignite 
is around 60 million tons, of which 48 million tons derive from the coal fields of 
northern Greece (Ptolemais-Amynteo and Florina) (Fig. 1). Almost the entire 
lignite production is consumed in electricity generation. 
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Table 1. Main quality features of the Greek lignites [6] 
DEPOSIT CALORIFIC VALUE (KJ 

KG-1)* 
ASH (%)** MOISTURE 

(%)*** 
Ptolemais 5452 15.1 52.6 
Amynteo 4828 16.4 54.7 
Megalopolis 4400 15.5 57.9 
Florina 7960 17.0 42.0 
Drama 4315 16.0 59.0 
Elassona 8590 19.0 41.0 
*Net calorific value, on as received basis. 
**On dry basis. 
***On as received basis. 
 
China is the largest producer of coal in the world, with nearly 12% of total 
proven reserves. The proven coal reserves are estimated 114 billions tons. 
The majority of these are found in northern China, particularly in the provinces 
of Hebei, Shaanxi and Inner Mongolia. Hard coal accounts for 84% of total 
proven reserves. The remaining consists of lower-quality coals, including 
lignite [4]. 
 
Chinese primary coal demand will grow from 1308 Mt in 2002 to 2402 Mt in 
2030, at an average rate of 2.2%. Most of new demand will come from the 
power generation sector (Table 2) [4]. 
 
Table 2. Electricity-Generation Mix in China, TWh [4]. 
 1971 2002 2010 2020 2030 
Coal 98 1293 2030 2910 4035 
Oil 16 50 59 65 53 
Gas 0 17 55 196 315 
Nuclear 0 25 82 180 280 
Hydro 30 288 383 578 734 
Biomass and waste 0 2 31 58 84 
Other renewables 0 0 13 31 72 
Total 144 1675 2653 4018 5573 
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Figure 1. Location of power stations, deposits and lignite mines of Ptolemais 
and Florina and basins (Pt=Ptolemais, Pr=Proastio, Ar=Ardassa, Ko=Komnina, 
An=Anatoliko, Pel=Pelargos, Pe=Perdikas, Am=Amynteon, Va=Valtonera, 
Ve=Vegora, Pet=Petres, Vev=Vevi, Lo=Lofi, Ac=Achlada). Greek fly ash 
samples were collected from Ptolemais power station (Pt). 
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The thermal power plants which are located in Ptolemais basin (Fig.1) are the 
main sources of fly ash in Greece. Each year approximately 10 millions tons 
of lignite fly ash is produced in Greece. The fly ash coming out from the Greek 
Thermal Power plants is classified in type C (according to ASTM C 618). This 
ash has not only pozzolanic but also hydraulic behaviour. 
 
In China the fly ash emitted by the thermal power plants is around 160 million 
tons. Although over 50% of fly ash was used in different purposes large 
amount of them was still emitted into ponds or piled in land. With development 
of electric industry, emitted fly ash will increase year by year, occupy more 
land and cause serious environmental pollution. Most Chinese fly ash is 
classified in type F according to ASTM C 618. 
 
EXPERIMENTAL WORK 
 
Fly ash was collected by scientists from IGGCAS in China (Institute of 
Geology and Geophysics, Chinese Academy of Sciences, Beijing) and from 
CERTH/ISFTA in Greece. Chinese fly ash samples come from a large power 
plant in Hebei Province while Greek fly ash samples come from Ptolemais 
power station.  
 
Chemical analyses for trace elements were carried by ICP-MS. The major 
elements were determined by XRF, S2 Ranger (Bruker). The chemical 
analyses carried out in ACME analytical laboratories, Vancouver, Canada. 
 
The mineralogical composition of the fly ash was determined by X-ray 
diffractometry in IGGCAS (China), and in the Technical University of 
Crete/Greece, Mineral Resources Department. A Siemens D500 powder 
diffractometer with Cu-Kα radiation, graphite monochromator was used. 
Quantitative analysis of the Greek fly ash samples was carried out applying 
the Rietveld method. The amorphous content was determined by addition of 
corundum as internal standard. 
 
The grain size distribution of fly ashes and the existing state of trace elements 
are determined by means of SEM together with Energy Dispersive X-ray 
Spectroscope (EDX). Scanning Electron Microscopy was carried out in 
IGGCAS (Beijing) and in the University of Athens, Department of Geology. 
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MINERALOGICAL AND GEOCHEMICAL RESULTS-  
The mineralogical composition of the Greek fly ash samples is shown in Table 
3. 
 
Table 3. Mineralogical analysis of the Greek fly ash 
 
MINERAL/
SAMPLE  
 

FA
1 

FA
2 

FA
3 

FA
4 

FA
5 

FA
6 

FA
7 

FA
8 

FA
9 

FA
10 

FA
11 

FA
12 

Calcite, 
CaCO3

6.2 6.6 7.9 11.
7 

15.
6 

26.
5 

6.0
6 

12.
5 

12.
5 

22.
3 

39.
7 

8.7 

Quartz, 
SiO2

7.6 8.7 7.2 5.1 4.9 7.6 6.2 4.2 4.1 11.
7 

6.8 9.4 

Plagioclas
e, 
NaAl3O8–
CaAl2Si2O8

8.2 11.
2 

9.9 5.8 6.9 5.1 5.9 8.9 8.9 9.4 2.1 10.
4 

Anyhdrite, 
CaSO4

7.2 7.4 6.3 5.1 4.9 3.3 5.8 4.8 4.8 7.9 14.
3 

7.8 

Lime, CaO 3.7 3.9 3.8 4.9 4.5 6.0 7.5 7.2 7.2 3.1 6.9 4.4 
Portlandite
, 
Ca(OH)2

1.1 1.3 1.3 2.0 1.2 2.2 4.4 5.8 5.8 0.8 2.1 1.5 

Gelehnite, 
Ca2Al2SiO7

10.
2 

9.6 9.7 8.7 9.1 9.9 12.
2 

8.4 10.
6 

3.5 5.8 9.9 

Hematite, 
Fe2O3

2.5 2.5 2.4 2.1 1.9 1.8 2.5 1.8 2.2 1.8 2.4 2.3 

Amorphou
s 

53.
3 

48.
8 

51.
4 

54.
7 

50.
8 

37.
4 

49.
5 

44 43.
7 

39.
4 

19.
9 

45.
5 

 
 
 
As shown in Table 3 the main amount of fly ash is amorphous and contains 
cenospheres (Plate 1). 
 
 

 
 
Plate  1. Typical shape of Ptolemais’ fly ash cenospheres. 

 5



 
The major and trace elements of the Ptolemais fly ash were determined by 
XRF and ICP-MS (Table 4). 
 
Table 4. Chemical composition of Ptolemais’ fly ash samples 
 SiO2 

% 
Al2O3
% 

Fe2O3
% 

MgO% CaO% Na2O
% 

K2O
% 

Minimum 38,00 7,88 4,42 2,29 22,78 0,05 0,36 
Maximum 43,00 11,47 6,59 3,80 37,55 0,19 0,67 
Mean 41,00 9,47 5,52 3,18 28,85 0,13 0,56 
St.Deviation 2,00 1,25 0,75 0,58 4,64 0,05 0,08 
Number Of 
Cases 

12 12 12 12 12 12 12 

 Mo ppm Ag ppb  Co ppm As ppm Cd ppb Sb ppb 
Minimum 3,64 43 13,3 11 340 210 
Maximum 7,67 125 36,7 29,5 1230 580 
Mean 5,74 76,08 22,33 19,13 750 360 
St.Deviation 1,3 28,85 7,07 7,07 330 110 
Number Of 
Cases 

12 12 12 12 12 12 

 SO3% Mn ppm Sr ppm Bi ppb Ba ppm  P % 
Minimum 3,20 283 195 230 103,9 0,09 
Maximum 6,55 500 400 490 183,9 0,13 
Mean 4,38 395,08 268 320 143,7 0,11 
St.Deviation 0,92 74,51 63 70 24,9 0,01 
Number Of 
Cases 

12 12 12 12 12 12 

 Th ppm U ppm Sc ppm La ppm Ga ppm W ppb 
Minimum 8 11,6 7,9 24,6 11,1 200 
Maximum 11,5 26 16,2 33,8 15,7 1500 
Mean 9,4 17,93 11,1 27,64 13,3 706 
St.Deviation 1,3 4,98 2,6 2,92 1,4 390 
Number Of 
Cases 

12 12 12 12 12 12 

 V ppm Ni ppm Cr ppm Ti B ppm Se ppm 
Minimum 111 130,1 152,3 0,13 24 1,8 
Maximum 150 671,7 476,6 0,2 189 4 
Mean 131 290,5 245,2 0,15 78,92 2,67 
St.Deviation 14 200 121,3 0,03 58,45 0,72 
Number Of 
Cases 

12 12 12 12 12 12 

 Zn ppm Cu ppm Pb ppm Tl ppb Te ppm Hg ppb 
Minimum 37,1 29 15 160 40 42 
Maximum 70,9 78,8 27 260 110 78 
Mean 56,3 52,4 19 200 70 53,17 
St.Deviation 10,3 18,5 3 30 20 10,33 
Number Of 
Cases 

12 12 12 12 12 12 
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Table 5. Geochemical correlation between trace elements with R>0.70  
Element  Element R (Linear Correlation 

Coefficient) 
U Se 0.72 
Cd Se 0.75 
U B 0.73 
Cu B -0.87 
As B 0.72 
Ni Cr 0.99 
Zn Cr 0.81 
Co Cr 0.9 
Th La 0.82 
U Sb 0.91 
Pb Cd 0.84 
Ni As 0.76 
Zn Co 0.83 
Ni Zn 0.8 
Sr Cu -0.82 
Th Cu 0.75 
Ba Cu -0.77 
Sr U 0.75 
 
As indicated in Table 4 the most abundant trace elements in Ptolemais fly ash 
are Ni, Cr, Zn, B, Ba, La, Sr and B. 
 
The correlation among the fly ash’s trace elements, as shown in Table 5, is 
due to the geochemical affinity of the corresponding elements. For example 
the good correlation between Cr and Ni and Co is due to the fact that the 
basic and ultra basic rocks are surrounded Ptolemais basin in West 
Macedonia. 
 
The quantitative composition of the Chinese fly ash, as determined by the 
Rietveld method, is: Mullite 71%, quartz 5%, amorphous 24%. Main minerals 
in coal are quartz, kaolinite, calcite, dolomite and gypsum (Figure 2). Since 
there is a considerable amount of kaolinite in Chinese coal, mullite is indicated 
in the fly ash as material resulted from the thermal decomposition of kaolinite 
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Figure 2. XRD patterns of Chinese coal, fly ash and bottom ash (slag). 
 
The relative compound information of trace elements is obtained by SEM and 
Microprobe analysis, from which may make a conclusion of existing state of 
elements. Many researches ascertain the existing state of some trace 
elements through this method [1], [2], [3[, [5]. 
 
The ash from coal combustion melts and forms glass (glass drop) in high 
temperature. The air in the microstructure of coal expanded during the burning, 
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and formed microsphere and spherical grain. There is some unburned coal 
particle remained in the ash (Plate 2). 
 

 
 
Plate 2. Coal particle in the Chinese fly ash 
 
The grain size of fly ash varies from 0.1mm to 1mm, while the majority of fly 
ash sizes are about 0.1mm, the shapes of grains are mainly spherical grain, 
irregular melted grain and porous grain (Plates 3 and 4) The major mineral 
compounds of the spherical grains are quartz, alumina and magnetite; the 
major mineral compounds of irregular grains are quartz, calcium oxide and 
magnetite. 
 

 
 
Plate 3. Spherical grain of the Chinese fly ash 
 

 
 
Plate 4. Irregular melted grain of the Chinese fly ash 
 
These inorganic minerals in coal are mostly silicates, clays, carbonates, 
sulfides and quartz. The clay lost water and formed glass when coal burning 
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temperature is over 1000° and the vitreous body often co-exist with some 
minerals, such as vitreous phase and mullite (Plates 5 and 6), and carbonates 
changed into calcium oxide after releasing CO2, sulfide changed into Fe3O4 
and Fe2O3. 
 

 
Plate 5. Radial shape of mullite 
 

 
 
Plate 6. Needle shape of mullite 
 
 
The major and trace elements of the selected Chinese fly ashes were 
examined by XRF and ICP-MS (Table 6). 
 
Table 6. Chemical composition of Chinese fly ashes  
 
 SiO2 

% 
Al2O3% Fe2O3% MgO% Mo 

ppm 
Ag 
ppb 

Co 
ppm 

Minimum 53,00 34,00 0,73 0,10 2,42 12 1,2 
Maximum 60,00 35,00 0,79 0,10 2,52 12 1,3 
Mean 56,00 34.50 0,76 0,10 2,47 12 1,25 
St.Deviation 3,00 0,50 0,04 0,00 0,07 0 0,07 
Number Of 
Cases 

2 2 2 2 2 2 2 

 CaO% Na2O% K2O% As ppm Cd ppb Sb ppm 
Minimum 0,99 0,01 0,02 1,5 30 160 
Maximum 1,11 0,01 0,02 1,5 40 170 
Mean 1,05 0,01 0,02 1,5 40 170 
St.Deviation 0,08 0 0 0 10 10 
Number Of 
Cases 

2 2 2 2 2 2 
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 SO3% Mn ppm Sr ppm Bi ppb Ba ppm P % 
Minimum 0,03 84 117 120 237,3 0,02 
Maximum 0,03 89 121 130 249 0,02 
Mean 0,03 86,5 119 130 243,15 0,02 
St.Deviation 0 3,54 3 10 8,27 0 
Number Of 
Cases 

2 2 2 2 2 2 

 Th ppm U ppm Sc ppm La ppm Ga ppm W ppb 
Minimum 4,5 1,3 1,9 14,4 3,1 500 
Maximum 4,7 1,3 2 14,9 3,4 600 
Mean 4,6 1,3 2 14,65 3,3 550 
St.Deviation 0,1 0 0,1 0,35 0,2 70 
Number Of 
Cases 

2 2 2 2 2 2 

 V ppm Ni ppm Cr ppm Ti % B ppm Se ppm 
Minimum 10 3,5 1,9 0,04 20 1,3 
Maximum 10 3,5 2,2 0,04 21 1,5 
Mean 10 3,5 2,05 0,04 20,5 1,4 
St.Deviation 0 0 0,21 0 0,71 0,14 
Number Of 
Cases 

2 2 2 2 2 2 

 Zn ppm Cu ppm Pb ppm Tl ppm Te ppm Hg ppb 
Minimum 4,6 6,3 3 20 0,07 16 
Maximum 4,9 6,5 3 30 0,1 21 
Mean 4,8 6,4 3 30 0,09 18,5 
St.Deviation 0,2 0,1 0 10 0,02 3,54 
Number Of 
Cases 

2 2 2 2 2 2 

 
The elements Ni, Cr, Zn, B, Ba, La, Sr and B have lower concentrations in the 
Chinese fly ashes compared to the Greek fly ashes. This is due to the 
composition of the rock which are surrounded the coal basins; granitic in the 
case of the Chinese ashes, basic and ultra basic for the Greek fly ashes.  
 
 
APPLICATIONS 
 
The utilisation and disposal of the fly ash residues has been the subject of 
development activity for many years. Emphasis has been put on the increased 
use of fly ash materials in high volumes, as constituents of cements and 
mortars, or for the manufacture of concrete and aggregate materials. The 
utilisation of power station fly ashes depends on their physical and chemical 
properties. 
 
Greece 
In Greece, ashes are mainly used in cement industry replacing cement clinker 
and aiming to the production of special types of Portland cements. 
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Furthermore, they are successfully tested in road construction, several 
mortars, waste treatment, embankments and cement grouting. CERTH/ISFTA 
has participated in several pilot projects concerning the utilization of fly ash in 
road construction with encouraging results. 
 
In 1992 Public Power Corporation (PPC) started with the construction of 
Planatovryssi dam, applying the roller compacted concrete (RCC) technique 
and utilizing fly ash as basic cementitious material. The participation of fly ash 
in the concrete was 82%. RCC is defined broadly as no-slump concrete 
compacted by roller, usually a vibratory roller. The dam is 95 m high with a 
crest length of 270 m and a volume of 450000m³. The Planatovryssi dam is 
about 12 Km downstream the 170 m high Thissavros rock fill dam and acts as 
the lower reservoir of Thissavros pumped storage plant of 300 MW (Figure 3).  
 
 

 
 
Figure 3. Platanovryssi dam 
 
 
China 
The comprehensive utilization of fly ash in China is developed. Fly ashes have 
been blended in concrete and sand slurry in construction industry since 1950s. 
In addition to this, fly ash is used to produce brick and as base material on 
road construction. At the moment fly ash is used mainly in the following 
applications: sintered brick, steam-curing brick, silicate block, aerated-
concrete, instead of clay as raw material in cement, as blending material to 
manufacture cement, and in the road construction. 
 
There are considerable social, environmental and economic benefits from the 
utilization of fly ash in China. In the Jinan-Qingdao freeway, fly ash was used 
in the construction of the road, in 1992. The part of the freeway using fly ash 
was of 4km, with an average fill height of 2.7m. Around 0.4 million tons of fly 
ash were used,  saving 0.325M yuan and 22.5 ha of ash ponding area. In 
1990 the road connection project in the north of the Qianjiang second bridge, 
Hangzhou, Zhejiang Province, 0.21Mt of fly ash was used to build road with a 
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length of 1.7km, average height of 4.2m, and width of 26m, and 4 ha for ash-
ponding area and 3M yuan were saved.  
 
The construction of a dam within the framework of the “Three Gorges Project” 
was commenced at the end of 1994. Around 15 million tons of fly ash was 
used in the construction of the dam (Fig.4). The dam is of 185m in altitude, 
and its length is over 2300m. In 2006 the running water level will be 165m, in 
2009, 175m.  The capacity of the overall reservoir is 39.3 billion m³, and 
prevent flood capacity of the reservoir is 22.15 billion m³. The total pump 
capacity plant of the dam is 1768MW and the annual electricity generation is 
84 billion KWh. In 2006, the first batch set will generate electricity. 
 

  
Figure 4. Three Gorges dam 

 
 
 
China and Greece are two countries heavily relying on coal to meet their 
electricity generation needs. China, which is the largest producer of coal in the 
world, generated around 1300 TWh in 2002 from coal-fired power plants and 
produced around 160 million tons of fly ash. Greek lignite satisfies over 67% 
of the country’s needs in electric power, producing around 10 million tons of 
fly ash yearly. 
 
Selected samples from China (Hebei Province) and Greece (Ptolemais) were 
analyzed in order to determine their mineralogical and chemical composition. 
Chinese ash contains mullite (71%), quartz (5%) and amorphous material 
(24%) while the main mineral phases included in coal are quartz, kaolinite, 
calcite, dolomite and gypsum. The mineralogical composition of the Greek fly 
ash includes calcite, quartz plagioclase, anhydrite, lime, portlandite, gelehnite, 
hematite and amorphous material.  
 
The Chinese fly ash is classified in type F, according to ASTM C 618, while 
the Greek fly ash in type C. The examined Chinese fly ash is rich in Al2O3 
(35%) while the Greek fly ash is CaO-rich (28%). As far as the trace elements 
is concerned, the Chinese fly ash contains lower concentrations of Ni, Cr, Zn, 
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B, Ba, La, Sr and B compared to the Greek fly ash. This is due to the 
surrounded the coal basin rocks’ composition. 
 
Fly ash is used in China in the construction industry since 1950’s. At present it 
is used as blending material to produce cement, in road construction, and in 
brickworks. The “Three Gorges Project”, a 185m height dam, is also 
constructed using 15 million tons of fly ash. On the contrary the utilization of 
fly ash is only extended in the construction of Platanovryssi dam (82% 
participation of fly ash in the concrete) and in cement production. Further 
research is required in order to identify potential applications for the Greek fly 
ash. Such kind of research is under way in Greece. Applications could be 
based on experience gained from the utilization of the Chinese fly ash. 
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